
PRODUCT TECHNICAL DATA SHEET

Manufactured by:
SPRAYWAY, INC.

2651 Warrenville Rd. Ste 300 | Downers Grove, IL 60515 
800-332-9000 • Fax:  630-543-7797 • www.spraywayinc.com

DESCRIPTION: Sprays as a deep penetrating liquid that flows into areas which are difficult to lubricate. 
Then, as the solvent carrier evaporates, the liquid forms into a grease that is resistant 
to high temperature and pressure. After setting up, the grease will not wash away with
water or steam and will resist throw-off and heavy shock load. Withstands acid, salt 
spray and oxidation.

USES: Wire rope, open gears, linkages, draglines, fittings, winches, cranes, cams, valves, cables, 
hoists, pulleys and rollers.

SPECS: Can Size: 16 oz.

Net Weight: 11 oz.

Shipping Weight: 16.2 lbs.

Packaged: 12 cans per case

UPC Number: 0 41911 00446 6

PHYSICAL
CHARACTERISTICS:

Color: Red

Fragrance: Solvent

Spray Pattern: 1.75-2.75” circle @ 6”

Shelf Life: 1 Year +

REGULATORY: Recyclable Packaging: Yes

VOC Compliant CARB/OTC: Yes

CPSC Flammability: Extremely Flammable

24 HR. MEDICAL EMERGENCY: 1-866-836-8855

FEATURES: • LITHIUM-BASED
• HIGH TEMPERATURE AND PRESSURE RESISTANCE
• PREVENTS WATER WASHOUT
• WITHSTANDS HARSH CHEMICAL ENVIRONMENTS

SW446 Red Spray Grease
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