
PRODUCT TECHNICAL DATA SHEET

Manufactured by:
SPRAYWAY, INC.

2651 Warrenville Rd. Ste 300 | Downers Grove, IL 60515 
800-332-9000 • Fax:  630-543-7797 • www.spraywayinc.com

DESCRIPTION: NOT FOR SALE IN CALIFORNIA. DO NOT APPLY WHEN CAN IS COLD SPRAY TIP 
MAY CLOG. Dries quickly to a clean, white foamy insulation that is durable and water 
resistant. Adheres to galvanized and PVC pipe. Can be painted when completely dry. 
Provides complete wrap around insulation.

USES: Prevents condensation on cold water pipes, refrigeration coils, condensers, cold air 
ducts, valves and fittings, water tanks and ice machine coils.

SPECS: Can Size: 20 oz.

Net Weight: 15 oz.

Shipping Weight: 16.20 lbs.

Packaged: 12 cans per case

UPC Number: 0 41911 00620 0

PHYSICAL
CHARACTERISTICS:

Color: White

Fragrance: Solvent

Spray Pattern: 3” circle @ 6”

Shelf Life: 1 Year +

REGULATORY: Recyclable Packaging: Yes

MIR Compliant CARB/OTC: Not for sale in California

CPSC Flammability: Extremely Flammable

24 HR. MEDICAL EMERGENCY: 1-866-836-8855

FEATURES: • STOP CONDENSATION ON COLD PIPES
• EASY TO USE - DRIES FAST
• ELIMINATES DRIP DAMAGE

SW620 Cold Pipe Insulation
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